
195° 2X

0
0.500

3.817

4.750
0

0.
25

0
0.

50
0

4.
54

0
4.

79
0

5.
04

0

(2x) 0.125 0.00
+0.01

 THRU

0
0.406
0.500

0

2.
00

0

4.
04

0

5.
04

0

(2x) 0.125 0.00
+0.01

 THRU 

(2x) 6-32 thru

0

1.000

2.253

3.500

4.503
4.750

0
0.

09
4

(4x) 4-40 thru to 1/8" bores

0
0.

34
4

1.
00

0

3.
04

0

0
0.344
1.000

3.500

REVISIONS

DESCRIPTIONREV. DATE APPROVEDZONE

DO NOT SCALE DRAWING SHEET 1 OF 1

UNLESS OTHERWISE SPECIFIED:

SCALE: 1:2.25WEIGHT: 

REVDWG.  NO.

A
SIZE

TITLE: slide_cassette_holder_3

NAME DATE

COMMENTS:

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER:

APPLICATION

USED ONNEXT ASSY

5 4 3 2 1

Lawrence Berkeley Lab
Project: UCSF microarray viewer

Account# UC4070

DIMENSIONS ARE IN INCHES
TOLERANCES:
X.XX +/- 0.020
X.XXX +/- 0.010

Drawn by: M. Scheeff, x2924
Aluminum

Bead Blast
Black anodize


